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WASTE OIL
EQUIPMENTSNOZZLESMETERED NOZZLESMETERSPUMPSKITS

FEATURES

PERFORMANCE

The PIUSI VACUDRAINER 80 and VACU 80 are the evolution of the well known 
EASY DRAINER 80. The built-in measuring gauge allows to continuously control 
the amount of waste oil coming out of the vehicle.•	GRADUATED VIEWER

•	TRANSPARENT SUCTION 		
CHAMBER

•	VACUUM /LEVEL  INDICATOR
•	COMPRESSED AIR NOT REQUIRED
•	READY & EASY TO USE
•	COMPACTNESS & MOBILE
•	GRATE DRIPPING SYSTEM
•	COLLECTION TANK
•	TELESCOPIC

2M
LENGTH

DISCHARGING PIPE

UP TO

80L
TANK CAPACITY

UP TO

12L
BOWL CAPACITY

WASTE OIL
EQUIPMENTS

VACUDRAINER 80 / VACU 80

VACU DRAINER 80

VACU 80

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PCS/PALLET PCS/BOX

F00215A40 28,2 62,2 480X480X1030 18,8X18,9X40,5 1

F00215A30 32,5 71,6 480X520X1210 18,8X20,8X47,6 1
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ACCESSORIES MERCHANDISEHOSE REELSTANK
MONITORING

FLUID
MONITORINGFILTRATION

BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATER

IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

525

18
0

0

460 420

11
50

Dimensions expressed in millimeters

•	 VACUDRAINER 80 / VACU 80
•	 INSTRUCTION MANUAL

•	 BODY: CAST IRON

RECOVERY VIEWERINFLATING VALVE + GAUGE

VACUUM GAUGE SUCTION PROBES

OIL DRAINERS

VACUDRAINER 80 / VACU 80

VACU-DRAINER 80 VACU 80

TECHNICAL DATA

CODE DESCRIPTION FLUIDS TYPE
TANK CAPACITY TANK LEVEL 

GAUGE

BOWL Ø 520 
MM CAPACITY

DISCHARGE 
SAFETY VALVE FLEXIBLE 

PROBES KIT

DISCHARGING 
PIPE

SUCTION
PIPE

TRANSPARENT 
VIEWER

LIT GAL LIT 0,5 BAR M M LIT

F00215A40 VACU 80 80 21,1 YES NO YES YES 2 2 9

F00215A30 VACU-DRAINER 80 80 21,1 YES 12 YES YES 2 2 9
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